
CITY OF TEMPE AMENDMENTS TO THE 
2006 INTERNATIONAL ENERGY CONSERVATION CODE 

ARTICLE IX, SECTION 8-900 OF THE 
TEMPE CITY CODE 

 
 
 
 
 
Sec. 401. GENERAL. 
 
Section 401.2 Compliance. Projects shall comply with Sections 401, 402.4, 402.5, 402.6 and 403 
(referred to as the mandatory provisions) and either: 
 

1. Sections 402.1 through 402.3 (prescriptive); or 
 

2. Section 404 (performance). 
 
As an alternative, additions, alterations, remodels, and repairs may comply with the department’s 
standard energy conservation details. 
 
Sec. 403. SYSTEMS (Mandatory) 
 
Section 403.2.1 Insulation. Supply and return ducts shall be insulated to a minimum of R-8. 
Ducts in floor trusses shall be insulated to a minimum of R-6.  
 

Exception:  
 

1. Ducts or portions thereof located completely inside the building thermal envelope. 
 

2. Supply and return ducts may be insulated to a minimum of R-6 when one or more of 
the following conditions are met: 

 
• Minimum seer rating of space heating/cooling system is 14. 

• Maximum U-factor is 0.64 and maximum SHGC is 0.35 for all fenestration 
products. 

• Wall insulation minimum R-value is R-19. 

• Residential buildings that meet the requirements of Sections 103.1.1 or 404. 
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