Mortar coating on valve and vdlve operator
remove within new manhole.

M.H. Ring & Cover,
per M.S.D. No's
423,424,425,

rEszﬂmg Pavement

M.H. steps per M.S.D. 42| <) e Base course
I Subgrade
Existing Mix material \
concrete per M.S.D. 422 Subgrade prep.
slab to Class ‘B’ concretfe : as required.
remailn. as per sect. 125 /GL Operating nut
* k i M.H. wall thick
) I'-6" - Cement plaster w2 36" min. P M. wa ICKNess
A o 3 é A per M.S.D. 422 P /Gmd material varies.
~ \ S 8" x |" %
; 3 Sheet f L I
o | L o e eam Ty [ M.H. to be constructed
; L M, shaft e | as detalled fo left.
S e s e s s an per. nut. |
I n
Existing J 8
butterfly
valve.
New class ‘A’ conc. slab.
5 IN.Top to match existing slab.
* New concrete manhole base-may be Existing Y )
- poured square at contractors opfion. concrete slab '§; <§ 3" diq. hole.
e Existing S, i
butterfly valve. 00 0e0B0%

WATER MAIN

No. 6 bars 6"o.c.- cfr.of slab - fTyp.

e Existing brick
Existing pler to remain.

mortar coating.

8 cu.ft. gravel sump-min.
Fill 3" hole with gravel.

SECTION A - A
NOTES
— EXISTING 6" AND 8' BLOWOFF PIPING TO BE REMOVED AND
REPLACED AS REQUIRED TO CLEAR MANHOLE SHAFT A MIN. OF 2/-0".
NEW 6" AND 8" WATERLINES TO BE M.J.D.L.P. WITH APPROVED
JOINT RESTRAINTS. ORIGINAL SIGNATURE ON FILE
AT THE CITY OF TEMPE
APPROVED:
CITY ENGINEER DATE
" VALVE VAULT INSTALLATION FOR
CITY OF TEMPE DETAIL T-216
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