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Figure 5-606D.  Illustration of Uses Above and Below Ground Floor 

 
 
 

Section 5-607 Permitted Uses Subject to a Use Permit. 
 

A. Purpose.  The purpose of this section is to provide a public hearing process for uses 
which may or may not be appropriate to the area, depending on site context. 

 
B. Uses Allowed with a Use Permit.  In addition to those uses defined by the underlying 

zoning, the following uses are permitted with a use permit within the Commercial, Mixed-
Use and Industrial Zoning Districts within the Transportation Overlay District. 
 
1. Sales or rentals of two-wheeled vehicles which serve as an alternative mode of 

transportation;  
 
2. Wholesale showroom, provided that the design is pedestrian-oriented; 
 
3. Bulk retail uses, including food and beverage sales; 
 
4. Magazine and newspaper gang boxes; or 
 
5. Residential developments on ground floor street frontages within Station Areas, 

where the market is unable to support the required 60% ground floor uses 
requirement, pursuant to Section 5-606 Ground Floor Uses Required, as verified 
by the Economic Development Division.  
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Section 5-608 Prohibited Uses. 
 

A.  Purpose.  The purpose of this section is to prohibit uses which do not contribute to a 
quality urban environment that attracts and encourages pedestrian activity, promotes the 
development of livable and sustainable neighborhoods, or provide facilities that create a 
safe, accessible, comfortable and pleasant environment for people. 

 
B. Prohibited Uses.  The following uses are prohibited within the entire Overlay District. 
 

1. Adult-oriented business;  
 
2. Bulk wholesale uses including building materials, food and beverage sales, 

restaurant supplies, etc.; 
 
3. Drive-in businesses; 
 
4. Drive-through facilities, except as provided for in Section 5-608(E); 
 
5. Funeral homes, mortuaries and cemeteries;  
 
6. General manufacturing; 
 
7. Kennels;  
 
8. Manufactured home sales; 
 
9. Mini-warehouse; 
 
10. Mobile home parks, except in Mobile Home Districts; 
 
11. Nurseries or greenhouses; 
 
12. Outdoor storage; 
 
13. Parking as a principle use, except as provided for in Section 5-608(C) and 

Section 5-608(F); 
 
14. Recreational vehicle parks;  
 
15. Rental lots for motorized vehicles, boats or other recreational vehicles; 
 
16. Sales, repair or service of boats or other recreational vehicles; 
 
17. Sales, service, or rental of commercial equipment or construction materials; 
 
18. Salvage and recycling centers and transfer stations; 
 
19. Shipping or distribution, warehouse transport center;  
 
20. Telecommunication hotels on the ground level, or an any level of the street front; 
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21. Vehicle towing services; 
 

22. Vehicle sales, repair, wash, fueling or service , auto body repair or auto service 
stations except as provided for in Section 5-608(D); or 

 
23. Warehouse or other indoor storage. 
 

C.  Parking as a Principle Use in Station Areas.  Principle-use parking is prohibited within 
Station Areas, except that parking facilities owned by the City or an operating transit 
agency, or private parking facilities operating as park-and-ride facilities in partnership 
with the City or an operating transit agency, are permitted.  

 
D.  Motorist Amenity Uses in Station Areas.  Motorist amenity uses (car wash, 

automobile detailing, vehicle maintenance or repair) are permitted within Station Areas 
only when the use is accessory to a principal-use parking facility that is allowed by 
Section 5-608(B). 

 
E.  Drive-Through Uses.  Drive-through uses are prohibited within Station Areas.  Drive-

through uses are subject to a use permit within the Corridor.  In addition to the criteria 
listed in Section 6-308(F), drive-through use permit requests within the TOD corridor are 
evaluated on the basis of:  

 
1. Extent of incorporation of pedestrian and transportation standards and guidelines 

promoted within the Transportation Overlay District;  
 
2. Extent to which the project provides a drive-through service not 

currently available in the area; 
 
3. Extent of benefit to individuals with limited mobility; and  
 
4. Compliance with Sec. 3-408, Drive-Through Facilities.  
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F. Temporary Use Parking. Parking as a principle use may be permitted as a temporary 
use, subject to approval of an administrative review process, pursuant to Section 6-306, 
Development Plan Review. 
 
1. Such use shall be allowed for a maximum of (5) five years, from the date of 

approval. Additional time may be granted by the City Council at a public hearing.  
 
2. Such use shall not be allowed on property where initial demolition has occurred 

within the past twelve (12) months. 
 
3. In addition to the approval criteria found in Section 6-306(D), determination for 

acceptance of temporary use parking shall also be evaluated based on the 
following criteria: 
 
a. The site will  be developed to ensure that it will not be detrimental to the 

surrounding neighborhood or to the public welfare in general; 
 
b. Temporary use parking may not be allowed when in close proximity to 

residential areas which may be detrimental to the character of the 
neighborhood; 

 
c. The improved surface for parking will reduce heat gain by including, but not 

limited to, the placement of boxed trees within the parking lot, limiting the 
amount of asphalt paved surface for any unimproved land, and providing 
stabilized porous surface material, authorized by the Community 
Development Director, or designee; and 

 
d. Reasonable design plans will provide buffering from the public sidewalk(s) 

through enhanced landscape or other features.  
 
4. Such use is exempt from the standards found in Part 4, Chapter 7 – Landscape 

and Walls of this Code and is exempt from the parking setbacks found in Part 4, 
Chapter 2 – General Development Standards. All other sections pertaining to 
parking shall apply including, but not limited to, lighting and retention.  

 
5. Vehicles shall not be parked on a temporary use parking lot for more than forty-

eight (48) hours within seven (7) consecutive days. Business vehicles displaying 
signs or advertising are prohibited from parking on a temporary use parking lot. 

 
6. Temporary Use Parking; Termination Date, September 17, 2016: The Zoning and 

Development Code, Part 5 – Overlay Districts, Section 5-608(F), Temporary Use 
Parking, terminates on September 17, 2016 and is repealed on September 18, 
2016. 
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Section 5-609 Legal Non-Conforming Use or Development. 
 
A legal non-conforming use is a use that is not permitted in the Transportation Overlay District, 
but was lawfully established prior to the establishment of the Transportation Overlay District. 
Expansions, rebuilding and reconstruction of structures housing a non-conforming use, and 
abandonment or change in use shall be subject to the provisions of Part 3 Chapter 5, Non-
Conforming Use or Development. 
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Section 5-610 Development Standards for Residential Districts. 
 
A. Single-Family Residential Districts.  The Transportation Overlay District does not 

modify the development standards of any Agricultural or Single-Family District. 
 
B. Multi-Family Residential Districts.  The Transportation Overlay District does not 

modify the development standards of any Multi-Family District, except in Station Areas, 
as indicated in Table 5-610A. 

 
C. Mobile Home Residential Districts.  The Transportation Overlay District does not 

modify the development standards of any Mobile Home District. 
 
D. Transportation Overlay Street Setback.  Required Ground Floor uses shall conform to 

the maximum setbacks ranging from zero (0) to twenty (20) feet, as required in Table 5-
610A, shall comply with the standards defined in Section 5-613(D), Minimum and 
Maximum setbacks, and shall have a finished floor that is no more than five (5) feet 
above or below adjacent sidewalk grade.  

 
Table 5-610A –Station Area Standards in Multi-Family Districts 
Standard 
(Standards apply to 
Station Areas Only)  

R-2 
(TOD) 

R-3R 
(TOD) 

R-3 
(TOD) 

R-4 
(TOD) 

R-5 
(TOD) 

Use Permit  Standard 
allows the following 

deviation from standards: 
Maximum Density 
(dwellings/acre)  12 19 25 40 50 NA 

Building Height (feet) 
Maximum a 35 ft 35 ft 40 ft 60 ft 70 ft 10% increase 

Building height 
step-back 
required adjacent 
to SFR Districts, 
[Section 4-404] 

Yes Yes Yes Yes Yes NA 

Maximum Lot 
Coverage  (% of net 
lot area)  

70% 70% 75% 75% 75% 10% increase 

Min. Landscape Area 
(% of net lot area) 30% 30% 25% 25% 25% 10% decrease 

Pedestrian Design 
Standards Apply  
[Section 5-612] 

Yes Yes Yes Yes Yes NA 
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Table 5-610A –Station Area Standards in Multi-Family Districts 
Standard 
(Standards apply to 
Station Areas Only)  

R-2 
(TOD) 

R-3R 
(TOD) 

R-3 
(TOD) 

R-4 
(TOD) 

R-5 
(TOD) 

Use Permit  Standard 
allows the following 

deviation from standards: 
Setbacks: [See 
Setback Exceptions, 
Sec. 4-205B] 

      

 
Front – Minimum 

 Open Structures 
(e.g. porch, 
balcony, patio 
wall) 

 Building wall 
 Parking and 
maneuvering 

 Structured 
Parking 

 
 
5 ft 
 
 
 
10 ft 
20 ft 
 
5 ft 

 
 
5 ft 
 
 
 
10 ft 
20 ft 
 
5 ft 

 
 
5 ft 
 
 
 
10 ft 
20 ft 
 
5 ft 

 
 
5 ft 
 
 
 
10 ft 
20 ft 
 
5 ft 

 
 
5 ft 
 
 
 
10 ft 
20 ft 
 
5 ft 

 
20% decrease 

 
Front – Maximum  
[Sec. 5-513 (C)] 

 
20 ft 

 
20 ft 

 
20 ft 

 
20 ft 

 
10 ft 

 
20% increase 

Side – Minimum 
 Porch, balcony, 
patio wall 

 Building walls 
 Common walls 

 

 
5 ft 
 
10 ft 
0 ft 
 

 
5 ft 
 
10 ft 
0 ft 
 

 
5 ft 
 
5 ft 
0 ft 

 
5 ft 
 
5 ft 
0 ft 
 

 
5 ft 
 
5 ft 
0 ft 
 

20% decrease 

Street Side – 
Minimum    

 Building (subject 
to clear vision 
requirement on 
streets) 

 Open Structures 
 Structured 
Parking 

 Parking and 
maneuvering 

 
 
10 ft 
 
 
 
7 ft 
5 ft 
 
20 ft 

 
 
10 ft 
 
 
 
7 ft 
5 ft 
 
20 ft 

 
 
10 ft 
 
 
 
7ft 
5 ft 
 
20 ft 

 
 
10 ft 
 
 
 
7 ft 
5 ft 
 
20 ft 

 
 
10 ft 
 
 
 
7 ft 
5 ft 
 
20 ft 

 
20% decrease 

Rear – Minimum 
 Building wall 
 Common walls 
adjacent to alley 

 Open Structures 

 
 
15 ft 
0 ft 
 
7 ft 

 
 
15 ft 
0 ft 
 
7 ft 

 
 
10 ft 
0 ft 
 
7 ft 

 
 
10 ft 
0 ft 
 
7 ft 

 
 
10 ft 
0 ft 
 
7 ft 

 
20% decrease 

a Buildings which exceed the height of adjacent buildings, and are adjacent to any Residential District, or are adjacent 
to a hotel or a mixed-use development with photovoltaic equipment (solar collectors, water heaters, etc.) or a 
swimming pool, must provide a solar study, identifying shade patterns at 9am, Noon, 3pm and 5pm, on the vernal 
equinox, summer solstice, autumnal equinox and winter solstice. 
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Section 5-611 Development Standards for Commercial, Mixed-Use, and 
Industrial Districts. 

 
A. Commercial Districts.  All development located in the Transportation Overlay District 

with the underlying zoning of CC, CSS, PCC-1, or PCC-2 District shall conform to the 
development standards in Table 5-611A.  The Transportation Overlay District does not 
modify the standards of the underlying district for the R/O and RCC Districts.  Refer to 
Section 4-203 Development Standards for Commercial and Mixed-Use Districts. 

 
B. Mixed-Use Districts.  All projects located in the Transportation Overlay District with the 

underlying zoning of MU-1, MU-2, MU-3 or MU-4 Districts shall conform to the 
development standards in Table 5-611B. 

 
C. Industrial Districts.  The Transportation Overlay District does not modify the standards 

of any Industrial District, except for standards identified in Section 5-612(H), Pedestrian 
and Transit Patron Amenities.  Refer to Section 4-204, Development Standards for 
Office/Industrial Districts. 

 
D. Transportation Overlay Street Setback.  Required Ground Floor uses shall conform to 

the maximum setbacks ranging from zero (0) to twenty (20) feet as required in Tables 5-
611A and 5-611B, shall comply with the standards defined in Section 5-613(D), 
Minimum and Maximum Setbacks, and shall have a finished floor that is no more than 
five (5) feet above or below adjacent sidewalk grade.  

 
 

Table 5-611A - Transportation Overlay District Development  
Standards in Commercial Districts 

  

Standard 
(Standards apply to entire District, unless 
otherwise specified.) 

CC 
(TOD) 

CSS 
(TOD) 

PCC-1 
(TOD) 

PCC-2 
(TOD) 

Use Permit 
allows the 
following 

deviation from 
standards: 

Maximum Residential Density 
(dwellings/acre) in Station Areas – Use 
Permit required for residential uses  

NS 25 (U) 20 (U) 30 (U) NA 

Building Height Maximum (feet): a 

      Corridor 
 

50 ft 
 

35 ft 
 

35 ft 
 

50 ft 
 

20% increase 
Station Areas without residential  75 ft 35 ft 40 ft 45ft 20% increase 
Station Areas with residential 
building story(s) above commercial 100 ft 45 ft 55 ft 60 ft 20% increase 

Building height step-back required 
adjacent to SFR Districts. [See Section 
4-404] 

Yes Yes  Yes  Yes  NA 

Max. Lot Coverage (% of net lot area)  NS 75% 75% 80% 20% increase 
Minimum Landscape Area (% of net lot 
area) NS 25% 25% 20% 10% decrease 

Ground Floor Use Standards Apply in 
Station Areas 
 [Section 5-606] 

Yes Yes Yes Yes NA 
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Table 5-611A - Transportation Overlay District Development  
Standards in Commercial Districts 

  

Standard 
(Standards apply to entire District, unless 
otherwise specified.) 

CC 
(TOD) 

CSS 
(TOD) 

PCC-1 
(TOD) 

PCC-2 
(TOD) 

Use Permit 
allows the 
following 

deviation from 
standards: 

Pedestrian Design Standards Apply 
[Section 5-612] Yes Yes Yes Yes NA 

Setbacks [See Setback Exceptions,  
Section 4-205]:      

Front – Minimum 
Parking and maneuvering 

0 ft 
20 ft 

0 ft 
20 ft 

0 ft 
20 ft 

0 ft 
20 ft 

 
10% decrease 

Front setback – Maximum b 0 ft 10 ft 10 ft 10 ft 10% increase 

Station Areas c 0 ft 6 ft 6 ft 6 ft 10% increase 

Side – Minimum 0 ft 0 ftd 20 ft 20 ft 10% decrease 
Street Side – Minimum, subject to 
vision requirement on streets 
Parking and maneuvering 

0ft 
20 ft 

0 ft 
20 ft 

0 ft 
20 ft 

0 ft 
20 ft 

 
 

10% decrease 

Rear – Minimum 0 ft 10 ft 20 ft 20 ft 
 

10% decrease 
 

a Buildings which exceed the height of adjacent buildings, and are adjacent to any Residential 
Districts, or are adjacent to a hotel or a mixed-use development with photovoltaic equipment 
(solar collectors, water heaters, etc.) or a swimming pool, must provide a solar study, 
identifying shade patterns at 9am, Noon, 3pm and 5pm, on the vernal equinox, summer 
solstice, autumnal equinox and winter solstice. 

 

b  Where ground level retail uses are present, setback may be increased up to twenty (20) feet 
for outdoor seating and patio dining. 

 
c Features such as overhangs, porticos, balconies, pedestrian arcades, covered (non-enclosed) 

bicycle parking and similar architectural features placed on or in front of the street-facing side 
of the building are allowed within the setback. 

 
d Properties zoned CSS adjacent to residentially zoned properties are required a minimum 10-

foot side yard setback on the side adjacent to the residential property. 
 
(U) Denotes use permit requirement in these Districts. 
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Table 5-611B - Transportation Overlay District Development 
Standards in Mixed-Use Districtsa 

 

Standard 
(Standards apply to Station Areas 
and Corridor, unless otherwise 
specified.) 

MU-1 
(TOD) 

MU-2 
(TOD) 

MU-3 
(TOD) 

MU-4 
(TOD) 

Use 
Permit 

Allows the 
following 
deviation 

from 
standards 

Maximum Residential Density 
(dwelling units/acre) 

Station Areas 

 
15 

 

 
25 

 

 
35 

 

 
NS 

 
NA 

Building Height Maximum 
(feet): a  Corridor 

 
35 ft 

 
40 ft 

 
50 ft 

 
NS 

 
20% increase

Station Areas 45 ft 50 ft 60 ft NS 20% increase
Building height step-back 
required adjacent to SF 
Districts.  
[See Section 4-404] 

Yes  Yes  Yes  Yes  NA 

Maximum Setback 20 ft 20 ft 20 ft 20 ft NA 

Ground Floor Use Standards 
Apply in Station Areas 
[Section 5-606] 

Yes Yes Yes Yes NA 

Pedestrian Design Standards 
Apply [Section 5-612] Yes Yes Yes Yes NA 

 
NS= No Standard. 
 
a Buildings which exceed the height of adjacent buildings, and are adjacent to any Residential 

Districts, or are adjacent to a hotel or a mixed-use development with photovoltaic equipment 
(solar collectors, water heaters, etc.) or a swimming pool, must provide a solar study, 
identifying shade patterns at 9am, Noon, 3pm and 5pm, on the vernal equinox, summer 
solstice, autumnal equinox and winter solstice. 

 
 
Section 5-612 Pedestrian Oriented Design Standards. 
 
A. Purpose.  Since all trips begin and end as pedestrian trips, the quality of the pedestrian 

environment and the nature of the pedestrian linkages between land uses and 
transportation modes play a large role in the success of this multi-modal transportation 
system.  The purpose of this section is to require a quality of urban design that attracts 
and encourages pedestrian activity, creates a safe, accessible, comfortable and 
pleasant environment for people and minimizes conflicts between vehicles and 
pedestrians. 
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B. Applicability.  The provisions of this section shall apply to all new development, 
redevelopment, and exterior alterations to existing development in all zoning districts 
within the Transportation Overlay District.  

 
C. Exemptions.  The following items are exempt from the requirements of this Section: 
 

1. Single-Family, Agricultural and Mobile Home Districts, are not part of the 
Transportation Overlay District; however, owners/occupants of property within 
these districts adjacent to the Transportation Overlay District are encouraged to 
plant and maintain trees within yards and landscape areas adjacent to public 
sidewalks for the purpose of providing shade and comfort.  Neighborhoods are 
also encouraged to apply for neighborhood grants which facilitate pedestrian 
enhancements within the specified boundaries of this District; 

 
2. City, State or Federal Historic-designated properties, districts or buildings; 
 
3. Repair, maintenance, and replacement with comparable materials pursuant to 

Part 3 Chapter 5, Legal Non-Conforming Use or Development; 
 
4. Modifications to a structure to meet the requirements of the Americans with 

Disabilities Act; 
 
5. Exterior alterations to the existing development where the alterations are valued 

at forty percent (40%) or less of the building value as determined by a qualified 
appraiser and as approved by the Development Services Manager or designee. 
(Property owners may request a use permit to be included within Section5-612 
standards for alterations valued at forty percent (40%) or less of the building 
value, however all standards are then applicable to the development); 

 
6. Expansions to existing facilities which result in required compliance with this 

code that is not feasible or prudent, as determined by the Development Services 
Manager; or 

 
7. Industrial Districts, except for standards identified in Section 5-612(H), 

Pedestrian and Transit Patron Amenities. 
 
D. Maximum and Minimum Building Setbacks.  The purpose of this section is to reduce 

the distance that pedestrians must walk to access buildings by bringing buildings closer 
to the street edge of the property, while providing opportunities for pedestrian amenities 
and variation in building façade.  The maximum building setbacks of the Transportation 
Overlay District (Tables 5-610, 5-611A, and 5-611B) are applicable to new buildings, as 
follows: 

 
1. At least fifty percent (50%) of the length of the ground floor street-facing façade 

of the building must be at or within the maximum setback, as indicated in Figure 
5-612A.  No structure may be within the minimum setback, except as specified 
under minimum setbacks.  When a building fronts onto more than one public 
street, this standard shall be met for each street. 
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2. Where the minimum front yard setback is zero (0) feet, and the street front right-
of-way line is eight (8) feet or less from the back-of-curb, buildings must be set 
back on the ground floor to allow a dedicated fourteen (14) foot back-of-curb 
right-of-way or pedestrian easement to accommodate pedestrian activity on the 
street front of the building. 

 
3. Parking shall be provided behind buildings, as indicated in Figure 5-613B 

preferred parking and access. 
 

Figure 5-612A.  Maximum Building Setback 

 
 
 

 
Figure 5-612 B.  Parking Location 
 

 
 
Conventional parking and access   Preferred parking and access 
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E. Building Entrances.  The purpose of this section is to provide convenient street front 
pedestrian access to buildings.  New buildings shall provide entrances that conform to 
the following standards: 

 
1. New commercial, civic, and mixed-use buildings shall provide a primary building 

entrance that either faces an adjacent street or is placed at an angle of up to 
forty-five degrees (45o) from an adjacent street, measured from the street 
property line, as shown in Figure 5-612C.  New commercial, civic, and mixed-use 
buildings adjacent to a bus transit stop or adjacent to a light rail station shall 
orient a primary building entrance to face the stop or station. 

 
Figure 5-612C.  Building Entrances  

 
 
 
 
 
 
 
 
 
 
 
 
 

 
2. New commercial, civic, and mixed-use buildings shall provide a primary building 

entrance not more than twenty (20) feet from the street sidewalk unless adjacent 
to a public pedestrian courtyard/plaza.  Building entrances must be connected to 
the sidewalk with a pathway that meets the standards in Section 4-503, 
Pedestrian and Bicycle Access and Circulation Standards. 

 
3. When located at the intersection of two public streets, the building shall provide 

one of the following: 
 

a. Provide two primary entrances, one facing each street; 
 
b. Orient one primary entrance to both streets by placing the entrance at the 

street corner; or 
 
c. Place one entrance so that it is not more than twenty (20) feet from either 

street, as indicated in Figure 5-612D. 
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Figure 5-612D.  Building Entrances at the Intersection of Two Streets 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
4. When a building or development consists of more than six hundred (600) linear 

feet of street frontage, pedestrian access into the site shall be provided by means 
of an opening in the building frontage, such as a courtyard, breezeway or other 
means of access. 

 
5. Residential buildings shall have direct and convenient means of access to transit 

(e.g., via a pathway) as indicated in Figure 5-612E.  Residential buildings may 
open onto a porch or patio located between the building and street, and may 
have a privacy wall no greater than four (4) feet tall.  

 
Figure 5-612E.  Building Entrances and Access to Transit 

 

Pedestrian Path
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F. Ground Floor Windows.  The purpose of this section is to require visibility and access 
to and from buildings at the street front of a development in order to create a safe and 
interactive environment.  Buildings along street frontages shall provide ground floor 
windows that conform to the following standards: 

 
1. Ground Floor windows shall be provided in at least fifty percent (50%) of the 

building length and twenty-five percent (25%) of the ground level wall area of all 
buildings façades that face a street or plaza.  Ground floor window requirements 
shall apply to the area of the façade between three (3) feet and eight (8) feet 
above the adjacent finish grade or public sidewalk, whichever is greater.  This 
requirement does not apply to residential units or to parking structures when set 
back at least five (5) feet and screened with landscape materials in conformance 
with Section 4-704, Parking Facility Landscape Standards. 

 
Figure 5-612F.  Ground Floor Windows 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
2.  Required window areas must be either windows that allow views into working 

areas, lobbies, pedestrian entrances or display windows set into the wall.  
Display cases attached to the outside wall do not qualify.  The bottom of the 
windows must be no more than four (4) feet above the adjacent finish grade or 
public sidewalk.  Transparent areas shall allow views into the structure or into 
display windows from the outside.  Only clear or lightly tinted glass with up to fifty 
percent (50%) transparency for windows, doors, and display windows shall be 
considered transparent.  Opaque, etched, frosted or mirrored glass is not 
transparent. 

 
G. Street-Facing Façades.  The purpose of this section is to require visibility and access to 

and from buildings on the street in order to create a safe and interactive environment.  At 
least fifteen percent (15%) of the area of each façade that faces a street lot line on all 
building stories must be windows, openings or main entrance doors.  Windows used to 
meet this standard must allow views from the building to the street.  Glass block shall not 
be considered windows.  Windows in garage doors do not meet this standard, but 
windows in garage walls do. 
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H. Pedestrian and Transit Patron Amenities.  
 

1. The land between a building or exterior improvement (patio, porch, courtyard) 
and the back-of-curb must be landscaped and/or hard-surfaced for use by 
pedestrians and contain pedestrian amenities such as benches, drinking 
fountains, cooling systems and/or other design elements (e.g., public art, 
planters, and kiosks) and be physically separated from parking areas by a 
landscape buffer that meets the standards in Section 4-704, Parking Facility 
Landscape Standards. 

 
2. The placement of shade-bearing elements and seating shall maximize shading 

for summer mid-day and afternoon hours. 
 
3. Any shade structure that is also proposed to serve as a transit patron waiting 

area shall conform to the City standards for transit shelters.  All landscape 
provided shall be located to not obstruct the transit shelter canopy or visibility of a 
transit stop. 

 
4. Covered front porches, canopies, awnings, porticos, pedestrian arcades and 

similar shade-bearing features that used to meet this standard are exempt from 
the building site coverage requirements, and may be allowed to encroach in the 
city right-of-way, subject to an encroachment permit.  See Section 5-612(S). 

 
Figure 5-612F.  The Complete Pedestrian Environment 

 
This figure represents the intent of this Code for creating a complete pedestrian environment. Existing right-of-way may not provide 
sufficient area to create this throughout the corridor. Provisions for pedestrian amenities are encouraged within private property to 
meet this intent. 

Transit Stop Seating 
or Shelters 
(where applicable) 

 Minimum  Minimum 8 feet          Minimum 5 feet 
 6 feet   clear pedestrian through     seating/standing/ 
Furnishing &     zone (width may vary)         gathering and 
Landscape             building entry area 

Extra Wide Sidewalks 

Street Trees in 
Sidewalk Cut-Outs 

Transit Stop Seating 
or Shelters  
(where applicable) 

Sitting Space 

Weather Protection  
(Rain or Sun) 

Display 
Windows 

Main Entry 

Pedestrian Scale
Lighting

Minimum  
6 feet 
Furnishing & 
Landscape 

Minimum 8 feet 
clear pedestrian 
through zone 
(width may vary) 

Minimum 5 feet 
seating/standing/ 
gathering and 
building entry area 
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I. Residential-Facing Façades.  The purpose of this section is to assure that new 
development retains privacy for existing residences and considers the views of the new 
development from the residences.  For properties without an alley, adjacent to Single-
Family, Multi-Family or Mixed-Use districts, the site design shall: 

 
1. Provide landscape buffers and screening to assure the privacy of adjacent 

residents; 
 
2. Minimize building heights shade impacts on adjacent solar equipment, gardens 

or pools; 
 
3. Design buildings to have similar attention to detail as the street front façade to 

provide visual interest in materials and structure to address potential views from 
residences; and 

 
4. Screen delivery entrances from residential view.  

 
J. Minimum Parking Ratios.  The purpose of this section is to provide an optional 

reduction in parking to developments within the Overlay District; this may be done at the 
time of development, or planned into a future phasing to assure parking availability prior 
to light rail construction.  The minimum number of required parking spaces, as provided 
in Section 4-603, is reduced for commercial uses that meet the criteria in Table 5-612A. 
The other methods of parking reduction (shared parking, parking demand model) 
provided in Section 4-604 Shared Parking, are also available for use in the 
Transportation Overlay District. 

 
Table 5-612A - Transportation Overlay District Reductions to Minimum Parking 

 Developments Within 
Station Areas  

Developments within 
Corridor  

Retail sales and service uses; 
customer service offices; and 
entertainment uses, excluding 
theaters. 

Parking waived for 50 
percent of floor area not 
to exceed 30,000 square 
feet of floor area. 

Parking waived for 25 
percent of floor area not 
to exceed 10,000 
square feet of floor area.

Theaters Parking waived for first 
150 seats. 

Parking waived for first 
50 seats. 

Restaurants, Bars and Clubs 

Parking waived for 50 
percent of floor area not 
exceed 2,500 square feet 
of floor area. 

Parking waived for 25 
percent of floor area, not 
to exceed 1,250 square 
feet of floor area. 

Multi-Family Use 

0.75 parking spaces per 
bedroom (round up to 
whole number) plus 
guest parking. 

0.75 parking spaces per 
bedroom (round up to 
whole number) plus 
guest parking. 

Outdoor Dining Area  No Standard  No Standard 

 
K. Maximum Parking Ratios.  Uses in the Transportation Overlay District shall conform to 

the maximum parking ratios in Section 4-603(E). 
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L. On-Street Parking.  When allowed within the street right-of-way, on-street parking along 
the lot frontage shall count towards the parking requirement for uses on the lot. 
 

M. Sidewalk Standards.  Public sidewalks within the Transportation Overlay District shall 
have a minimum width of eight (8) feet, unobstructed by light poles, parking meters, 
street furniture, plant materials, fences, fire hydrants, or other obstructions. 

 
N. Landscape Standards.  All standards and restrictions of Part 4 Chapter 7, Landscape 

Standards, are applicable, with the following additions and exceptions: 
 

1.  Plant materials within five (5) feet of sidewalks or bike lanes shall not include any 
plants with thorns, spines or sharp points; 

 
2. Trees shall be planted within six (6) feet of sidewalks, or as determined by the 

Public Works Department to provide sufficient shade when trees have grown to 
mature form; and 

 
3. Mature trees must be trimmed for an eight (8) feet clear vertical height from top 

of walkway surface to the bottom of the tree canopy. 
 
O. Loading, Delivery, and Service Entrances.  Site design must accommodate loading 

needs while preserving accessibility, mobility and safety for all other users.  
 

1. Provide sufficient space for safe maneuvering and ingress and egress of larger 
vehicles.  Through-access solutions should be provided to minimize or eliminate 
turning within parking lots and minimize the amount of needed hardscaped area 
for maneuvering. 

 
2. Provide signs at entrance and exit points for loading and delivery, and provide 

audible signal when vehicle approaches pedestrian paths where appropriate. 
Understandable right-of-way signage shall be provided where truck, auto, 
pedestrian and bike conflicts may occur. 

 
3. Delivery vehicles should access loading from alleys or side streets where 

possible to minimize conflicts along heavy traffic areas. 
 

4. Deliveries during daylight off-peak traffic hours are preferred (when noise is not 
in conflict with residential uses). 

 
P. Open Space.  Station Areas shall include public open space as defined and determined 

within Station Area Plans.  Within the corridor, public plazas, pocket parks, roof top 
gardens, courtyards and other forms of open space are encouraged. Retention areas 
may be used for park and recreation amenities as long as the primary use for storm 
water retention is still met.  Pedestrian connections and corridors from neighborhoods 
through developments are encouraged to provide connectivity to open space amenities.  
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Q. Station Areas.  Station Area Plans will provide additional planning needs around light 
rail stations and identify future development opportunities.  Station area plans identify 
land uses around each station, and design and development guidelines that can 
enhance the pedestrian environment and encourage transit ridership for the system.  
The station area plans shall define other design standards determined necessary to 
achieve a specific character for an area.  The Station Area Planning Process can also 
evaluate the need for expanded TOD boundaries and/or creating pedestrian linkages 
along streets as needed.  This would result in an amendment to the TOD. Station area 
planning may include a combination of any of the following: 

 
1. Land Use Inventory 

a. Existing and projected land uses 
b. Zoning analysis 
c. Land ownership analysis 
d. Open space assessment 
e. Vacant land inventory 

2. Neighborhood Character Analysis  
a. Visioning process 
b. Neighborhood focus groups 

3. Light Rail Station Connectivity 
a. Bike, pedestrian, bus and vehicular linkages 
b. Neighborhood connections 
c. Off-street paths, canals or trails 
d. Critical linkages 

4. Opportunity Site Assessment 
a. Underutilized property analysis 
b. City controlled property 
c. Opportunity site options 

5. Streetscape Design 
a. Street lighting and furniture 
b. Landscape improvements 
c. Shade 
d. Public art 

6. Best Practices in Other Cities 

7. Community Outreach 
a. Neighborhoods, businesses and developers 

 
R. Shade Standards.  Public sidewalks shall be shaded with a minimum of thirty-three 

percent (33%) full shade.  Shade may be provided by trees, green walls, trellises, 
canopies, or other structural features.  Shade shall cover the walkable surface at 3pm on 
the date of the summer solstice, verified by a development shadow study.  Shade 
calculations for trees will assume canopy growth at five years from planting. 
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S. Structural Encroachment Standard.  The encroachment of buildings and structures 
including marquees, awnings, balconies, and other architectural projections is permitted 
on a case by case basis with review by the City Engineer, or designee, as part of the 
encroachment permit process defined in Tempe City Code Chapter 8, Section 3202-
3206.  In addition to the encroachment permit, sidewalk cafes are required to obtain a 
specialty license from the City of Tempe’s Tax and License Division, using the process 
defined in Tempe City Code Chapter 24, Division 4. 

 




