MATERIALS LIST

USC FCCCHR APPROVED BACKFLOW ASSEMBLY.

?

[ ] REDUCED PRESSURE PRINCIPAL.

l % Ef [] DOUBLE CHECK VALVE ASSEMBLY

ffffff TEST COCKS WITH BRASS PLUGS OR
ADAPTERS WITH CAPS.

12" MIN, DC

Sy be BRASS 3 PC. UNION ONE REQUIRED.
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12" MIN.

90 ELL COPPER ¥, THRU 2/5 INCH

TYPE K COPPER PIPE.
ORI SN

OPTIONAL ENCLOSURE WITH CONC. PAD 4" THICK,

INSTALLED AT METER
UNLESS APPROVED BY
CITY OF TEMPE.

NOTES:

. CITY OF TEMPE WILL DETERMINE TYPE OF BACKFLOW PREVENTION
ASSEMBLY TO BE INSTALLED.

2, CONTACT CITY OF TEMPE ENVIRONMENTAL SERVICES SECTION AT
(480) 350-8674 FOR LATEST LIST OF USC FCCCHR APPROVED ASSEMBLIES.
(ASSEMBLY MUST BE TESTED BEFORE C OF O WILL BE ISSUED)

3. COPPER FITTINGS SHALL BE CONNECTED WITH LEAD FREE SOLDER.

4, CLEARANCE MINIMUM 24 INCHES AWAY FROM WALLS OR STRUCTURES
ALL SIDES.

24" MIN,

5. MINIMUM [2" ABOVE FINISHED CRADE MAX. 24".
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Wall Bldg or Any Structure. 6. COPPER PIPE TO 12" ON OUTLET SIDE.

{. INSTALLED AT METER UNLESS APPROVED BY CITY OF TEMPE.

APPROVED:

DEPUTY PUBLIC_ WORKS MANAGER DATE
CITY ENGINEER

(T CITY OF TEMPE BACKFLOW ASSEMBLY INSTALLATION DETAIL T-2I3
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