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PAVEMENT REPLACEMENT SHALL BE PER

C.0.T. DETAIL T-3ll,T-312,T-313,T-3I5,T-316,0R
T-3I7T ON LEAN MIX BACKFILL, OR MATCH EXISTING
PAVEMENT THICKNESS (WHICHEVER IS GREATER).—

TRENCHES PARALLEL TO TRAFFIC *
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PAVEMENT REPLACEMENT SHALL BE PER
C.0.T. DETAIL T-3II,T-312,T-313,T-3I5,T-316,0R
T-3I7 ON 2" ABC ON MINIMUM 6" OF PREPARED
SUBGRADE, OR MATCH EXISTING

(WHICHEVER IS GREATER).

LIMIT OF SURFACE COURSE
ROTOMILL ASPHALT THICKNESS 2" —
S.C. A-12,5 TO BE PLACED BY

LAYDOWN MACHINE.
LIMIT OF SURFACE COURSE ) SAWCUT/MILL
SAWCUT/MILL Fi / 44
ROTOMILL ASPHALT THICKNESS 2'—— 4 Min. & TACK
S.C. A-12.5 TO BE PLACED BY =/ EXIST
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HH:HH S AS PER THIS DETAIL. 2" |[TRENCH WIDTH m“Zﬁ <
XN o =1 :
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o T %% LEAN MIX BACKFILL: PER YD. QNTY, H]
° 0% @ o 42Kg. (94 Lbs.) - PORTLAND CEMENT —
2" | TRENCH WIDTH X S 180Kg. (400 Lbs.) - WATER JE—
. P = I596Kq. (3547 Lbs.) - ABC FULL DEPTH 3 % [T 1
> APPROXIMATE PROPORTIONS OF: LEAN MIX BACKFILL —
557 COARSE AGGREGATE (REQD. WHEN TRENCH :’ ﬁ
— (ASTM-C-33 SIZE 57) WIDTH IS 24" OR LESS) <
LEAN MIX BACKFILL %% — 457 FINE AGGREGATE . ﬂ <
Il B (CONFORM TO SEC. 70L.3) BEDDING PER SPEC. B — 5
—_ NEW PIPE —I || I=
= 7 o =I=Em
Hj = OVER (600") LENGTH PRE-COATED CHIP SEAL
EEngchC . f— s REQUIRED PER MAG SECTION 336, PARALLEL TYPICAL BACKFILL SECTION B-B
NEW =ENE=m USE OF STEEL PLATES WILL NOT EXCEED
PIPE - — SEVENTY-TWQ (72) HOURS. PRIOR TO FINAL
PATCH. PER MAG DETAIL NO. 2Il.
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TRENCH BACKFILL AND PAVEMENT REPLACEMENT DETAIL T-450
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