          Large Scale Freeway Response

Command Tactical Checklist
PRIMARY ASSESSMENT

· First unit entering freeway and within a mile from incident report identity, location, and direction of travel  (all other units stage off freeway)

· Determine if DPS has established a Command Post

· Meet with DPS IC for briefing/liaison until unified post established

· Establish single “Unified Command” Post (good view of scene); Fire Department, DPS, ADOT, PD?

· Advise dispatchers of Command Post location (overpass for good view)

· Use department Sector and Command Officer vests

CONSIDERATIONS

· Traffic conditions – traffic control (coordinate with DPS)

· Fire or no fire

· Injuries: number, location, and condition of victims

· Extrication needed

· Evacuation

· Hazardous Materials involved

· Early call for additional companies (haz mat)

· Relay pumping probabilities

· Special equipment needs (tankers, foam, sand, diking materials,  wreckers

· Heavy equipment (crane, etc.)

· Sewer and drains (when dealing with spilled products)

· Alternate access to freeway (ladders, on/off ramps, embankments)

· Minimize the number of apparatus to those absolutely needed

SECTORS

· Fire Control Sector

· Rescue Sector

· Treatments/Transportation

· Staging Sector

· Hazard Sector

· Water Supply Sector

· Resource Sector

· PIO

· Incident Critique Sector

TERMINATION

· Clean-up completed

· Highways are safe

· DPS will coordinate reopening of traffic lanes

· Personnel accountability 

· Consider informal/formal debriefing

· Command terminated

