Tank Farm

Command Tactical Checklist
Fully Involved Tank – “Over the Rim” Application

· Upgrade the assignment – Haz mat

· Request PD for traffic control to seal off the area

· Set up an Operations Center at ___________

· Determine the tank number and shipper

· If the tank is overflowing, contact the 24-hour operator to shut off the flow and identify the product


Phone: 602-278-8564   (Phoenix)  -  213-624-9461  (California)

· From the map, obtain the diameter of the involved tank

· Request an adequate foam supply.  See Foam Requirements table

· From the same table, determine the number of 1000 gpm foam monitors needed

· Determine the wind direction. Foam must be applied from the upwind side.

· Use instruments to establish a safe working area – (Haz mat). Eliminate ignition sources

· Group the foam monitors close together on the ground, so their streams will flow parallel to each other and fall into a tight pattern on the surface of the liquid. Objective: Combine multiple streams to overcome the heat and updraft caused by the burning liquid. As the foam pools, it will spread over the surface of the product.

· Obtain product levels in exposed tanks.

· The shells on tanks with low product levels will heat more rapidly and build greater pressures than full tanks.

· An increase in flame intensity or noise level at a vent is an indicator of increasing danger. Monitor any build-up in pressure or noise level.

· Cool exposed tanks as necessary.  Avoid flowing water into areas being foamed. Steam forming when water is applied to the wall of a tank indicates that the surface needs to be cooled some more. Excess use of water can cause problems later.

· Assign Safety Sector

· Personnel Accountability 

